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ARG ¥R / Government of India
STel WRE, T e ofik T WRevr #arera/Ministry Of Water Resources, RD & GR

P e Mt / Central Water Commission
et fas #e@ / Hydrology Division

e

Government of India Rae™ / NEERVALAM

WELAR-81,E1 TH. TAAIGHI@HT / No.R-81, TNHB Colony,
uf¥Fm I A=—600042 / West Velachery, Chennai-600042.

@ HD/HQS/NIQ/2015/ 99 9b — 36 Date : 14/07/2015
To

As per list enclosed

NOTICE INVITING QUOTATION

Sealed and super scribed quotations are invited from the reputed firms towards the supply of following
materials as per the specifications with terms and conditions mentioned below.

SCHEDULE OF ITEM WITH SPECIFICATION

Rate Amount

S.No Description Qty (Rs.) (Rs.)

Auto Level with stand conforming to IS 4590-1980
including all accessories mentioned in the annexure

2. Ranging Rod conforming to IS 2288-1963 18 Nos
3 Prismatic Compass with stand conforming to IS 1955-1961 03 sets

03 sets

TERMS AND CONDITIONS:

1. The rate should be quoted including all expenses like taxes, material, Octroi charges, loading,
unloading etc., complete and no extra amount will be paid for any cause.

2. Defective and substandard goods are liable to be rejected and any loss due to damage during transit or
rejection of goods will have to be made good by the supplier.

3. The payment will be made within 15 days from the date of receipt of the bill in triplicate after
satisfactory completion of full work and no part payment will be made for this work.

4. The payment will be made by Cheque / Demand Draft payable at State Bank of India.

5. The material should be supplied within 30 days from the date of receipt of the supply order to the
satisfaction of the undersigned or the authorized representative of this Office. No time extension will
be granted for any reason except the reason of natural calamity.



[image: image2.jpg]6. The quotation in full should reach the Office of the Executive Engineer, Hydrology Division, CWC,
Plot No. R-81, TNHB Colony, (Near New. Tel. Exchange), West Velachery, Chennai-600042 at 15.00
hrs on or before 27/07/2015 and will be opened on the same day at 15.30 hrs. Interested firms may
avail themselves present or send their authorized representative at the time of opening the quotations.

7. The Specifications in Annexure — 1 shall be followed strictly for supplying above equipments.

8. The rates quoted shall be F.O.R Chennai.

9. The quantity may vary without prior notice as per requirement.

10. The material shall be under warranty for a period of 12 months from the date of the material delivered
to the undersigned.

11. The undersigned reserves the right to reject any or all quotations or alter any condition without prior
notice.

U /
% !
’@, (K.V.SUDHAKAR)
Executive Engineer
rers”
Copy to:

1. The Superintending Engineer, CSRC, CWC, Bengaluru for kind information.

2. The Executive Engineer, SRD/Coimbatore, CD/Bengaluru, SWRD/Kochi for displaying in their office
notice board for wide publicity.

3. The Accounts Branch, Hydrology Division, CWC, Chennai. The expenditure is chargeable to the Head:
DWRIS 11:00:52 M&E (Plan).

4. The Notice Board, Hydrology Division, CWC, Chennai.

olc !l ¥ v/
,@ Executive Engineer
f‘rﬁ)’{
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TECHNICAL SPECIFICATIONS

1. Auto Level with stand including all accessories :
Purpose
The auto level will be used for general topographic levelling applications, in particular to
connect staff gauges to established benchmarks or GTS levels.
Conditions & Requirements
* The instrument shall be of reliable and simple design, adequate for the application.
* The tripod shall generally comply with IS 8330-1997
* The levelling instrument shall generally comply with IS 4590-1980.
* An operator’s manual shall be part of the deliver
Specifications
image erect
magnification > 25 x
aperture of objective > 30 mm
field of view 1°20' to 1°30’
shortest focussing distance maximum 1.5 m
max distance for mm 100 m
resolving power 1.5 mm @ 60 m
stadia multiplying constant 100
stadia additive constant 0
centring plumb bob with one
adopter
sensitivity of level plate 20 sec / 2 mm run
tribarch circular bubble 8 min /2 mm run
compensation range 12 to 16 seconds
compensation accuracy 0.3 second
accuracy for levelling the
line of sight + 0.8 second
levelling accuracy in
1 km of double levelling £ 2 mm in 1 km
tripod with clamping 1600 mm
screw —one unit well seasoned wood or light & strong alloy telescopic with mounting for battery,
illumination unit & clamping arrangement for the instrument
centring provision 30 — 50 mm
carrying case — one unit light metallic or plastic (unbreakable type)or well seasoned wood with
padded inserts and receptacles for holding accessories with lock, handle, carrying shoulder strap etc.,
instrument life time >35 years of continuous operation
temperature range 0 to 50 °C
housing splash waterproof
Equipment Specification: AUTO LEVEL Version 2 10.028-2/4
Accessories
cleaning brush one unit
tool-set spanner, tommy pins, screw driver, etc. — one set
lens cover set one set
oil bottle one unit
chamois leather one
plumb bob with adopter
plug one
waterproof cover made of durable plastic material - one
silica gel - re-usable one packet 200 g
telescopic levelling staffs and accessories 2 nos., complying with IS 11961-1986
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2. Ranging Rod :
e The materials specified in the IS code shall be adhered strictly for manufacturing the same.

3. Prismatic Compass with stand :
e The materials specified in the IS code shall be adhered strictly for manufacturing the same.




